
  

Jackson Safety® PAPR Welding

AIRMAX+ PAPR System with TRANSLIGHT FLIP 455 Welding Helmet

AIRMAX®+  with TRANSLIGHTTM FLIP 455
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• TH3 Particle Protection (Highest Possible Rating)
• 8 different blower speed settings, adjustable airflow from 180 lpm to 260 lpm (10 lpm Increment)
• IP 54 Certified
• Vibration and Filter Alarms to inform when filters need changing or low battery
• Comes with HD 4 Cell Li-ion Battery 7.4V/5200mAh. Charging time: 5 hours
• Operation time up to 10 hours with a new filter P R SL and airflow 180 l/min
• In combination with Translight 455 welding helmet - featuring new grip strip technology to easily 

raise or lower the outer welding shell, exposing the clear extra-large polycarbonate face shield 
window for grinding operations

• Unit is CE Certified

SERIES

Large controls
Easy to use with 
oversized gloves

Vibration and Audible 
Filter Alarms - filters 
changing / low battery

Breathing hose with flame 
retardant cover - protection 
from sparks and spatter

Integrated air duct 
with hose connector

Integrated 
air system

Unit contains battery charger, battery, waist belt, hose, 
HEPA Filter, Pre-Filter and PAPR welding helmet with ADF 

(odour removing filter sold separately)

40041

Control of air supply 
to upper or lower 
part of helmet
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SERIES

GRINDINGPWA MIG/MAG 
(GMAW)

MMA 
(SMAW)

TIG 
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PA
P

R
 W

elding

TH3

IP 5 4

Extra-large face shield 205 x 155 mm
250 sq cm viewing area

Superior peripheral vision
Flip-up for grinding,  

flip down for welding

AIRMAX+ with TRANSLIGHT FLIP 455 PAPR SYSTEM
Product No Description Pack Qty

40041 AIRMAX+ PAPR with Translight Flip 455 Welding Helmet 1

SPARE PARTS & ACCESSORIES
Product No Description Pack Qty

40341 FR Hose with cover, 105 cm 1

J5241 FR Hose cover, 105 cm 1

40381 AIRMAX+ Blower unit - 8 Speed 1

40332 HEPA PAPR filter 1

40363 PAPR charger 1

40353 Replacement 4-Cell 7.4V Battery 1

40371 Replacement Waist belt 1

40311 Replacement Pre-filters 10

40312 Odour removing filter 10

40101 Translight Flip 455 shell with Face Seal and Airduct 1

40201 Translight Flip 455 PAPR Face Seal 1

40391 PAPR Carrying Bag 1

EN 12941 TH3 P R SL

PAPR

Features  
Jackson Safety® 
Speed Dial 
headgear

More details about the Translight Flip 455 welding helmet on pages 52/53.
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True Color ADF
Optical Classes 1/1/1/1
Excellent switching speed 0.1 ms
110 x 90 mm cartridge size,  
98 x 62 mm viewing area
Shade range 4/5-8/9-13, sensitivity 
and delay adjustment, grinding mode
ADF warranty: 3 years

4 sensor 
technology

Flip-Up/Flip-Down 
ADF module

Outer lens - 1.5 mm thickness
Greater impact resistance
Greater heat resistance 
with high amp work

B rated impact 
resistance

> 5 Amp
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